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Technische Daten

Produktserie

Durchm. Montagezapfen/Bohrung

Material

Technical data

Product series

Diameter Mounting pin / boring

Material

Caractéristiques techniques

Gamme de produits

Diam. tourillon de montage/alésage

Matériau

+20°C
Z-UBT-KL-PH Produkthalterung / Z-UBT-KL-PH Pro-
duct bracket / Support de produit Z-UBT-KL-PH

@125/020mm/@125/320mm/ 3125/ 0
20 mm

Edelstahl / Stainless steel / Acier inoxydable




2t di-soric
HS-BW-12
BEEfik

di-soric GmbH & Co. KG

SteinbeisstraBe 6 209480
DE-73660 Urbach =] [=]
Germany a

Tel: +49 (0) 7181/9879-0 o
info@di-soric.com - www.di-soric.com [=

hiRAs 23.11.03 , fREBEEIN

o
o~
28

}

=
\
|
@20

34

\ T

32

BARLE
FEERERS
BRECe/HE
L2iE sy

+20°C

Z-UBT-KL-PH F=as5 48
©12.5/@ 20 mm
N




Systemhalter Serie HS System holder series HS Systemes de fixation Serie HS

Grundhalter @12mm Basic system holder @12 mm 12 mm du support & de systéme de base

@12
SH-U1-12-150-V

HS-BW-12

HS-BW-18

HS-AR-KL-20

e l HS-KL-12-20-V

@12 /@14
HS-K-14-12-A

@12 /@12

HS-K-12-12-A 312 HS-GH-12
HS-5-12-xxx-A
HS-5-12-xxx-V

SH-S50-34-44-14

@12
HS-5-12-130-M10 ——

@12
HS-PH-12-150-A

@12 /214
HS-K-14-12-A @12
\‘ HS-S-12-xxx-A
HS-5-12-xxx-V

3

HS-GH-12-A

HS-GH-2-12-A




Systemhalter Serie HS System holder series HS

Systemes de fixation Serie HS

Grundhalter @15mm Basic system holder @15mm

212
SH-U1-12-150-V

P

12
HS-PH-12-120-A

212
HS-PH-12-150-A

SHxx-10 7
‘ 312
@12 /210 /WZXXXA
HS-K-10-12-A HS-5-12-00V

@12/ 214
HS-K-14-12-A

SH-UGU-08-14

Y

AV

=

a12
HS-5-12-xxx-A
HS-S-12-xxx-V

©

HS-KL-12-20-V

HS-AR-KL-20

>

S

15mm du support & de systéme de base

@12 /@15
HS-K-15-12-A

15
HS-S-15-xxx-A
HS-5-15-xxx-V




